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(5) Variable bore-pipe rams shall be 
pressure tested against all sizes of pipe 
in use, excluding drill collars and 
bottomhole tools; and 

(6) Following the disconnection or re-
pair of any well-pressure containment 
seal in the wellhead/BOP stack assem-
bly, the pressure tests may be limited 
to the affected component. 

(e) All personnel engaged in well- 
completion operations shall participate 
in a weekly BOP drill to familiarize 
crew members with appropriate safety 
measures. 

(f) The lessee shall record pressure 
conditions during BOP tests on pres-
sure charts, unless otherwise approved 
by the District Manager. The test dura-
tion for each BOP component tested 
shall be sufficient to demonstrate that 
the component is effectively holding 
pressure. The charts shall be certified 
as correct by the operator’s representa-
tive at the facility. 

(g) The time, date, and results of all 
pressure tests, actuations, inspections, 
and crew drills of the BOP system and 
system components shall be recorded 
in the operations log. The BOP tests 
shall be documented in accordance 
with the following: 

(1) The documentation shall indicate 
the sequential order of BOP and auxil-
iary equipment testing and the pres-
sure and duration of each test. As an 
alternate, the documentation in the 
operations log may reference a BOP 
test plan that contains the required in-
formation and is retained on file at the 
facility. 

(2) The control station used during 
the test shall be identified in the oper-
ations log. 

(3) Any problems or irregularities ob-
served during BOP and auxiliary equip-
ment testing and any actions taken to 
remedy such problems or irregularities 
shall be noted in the operations log. 

(4) Documentation required to be en-
tered in the driller’s report may in-
stead be referenced in the driller’s re-
port. All records, including pressure 
charts, driller’s report, and referenced 
documents, pertaining to BOP tests, 
actuations, and inspections shall be 
available for BSEE review at the facil-
ity for the duration of the drilling ac-
tivity. Following completion of the 
drilling activity, all drilling records 

shall be retained for a period of 2 years 
at the facility, at the lessee’s field of-
fice nearest the OCS facility, or at an-
other location conveniently available 
to the District Manager. 

§ 250.1626 Tubing and wellhead equip-
ment. 

(a) No tubing string shall be placed 
into service or continue to be used un-
less such tubing string has the nec-
essary strength and pressure integrity 
and is otherwise suitable for its in-
tended use. 

(b) Wellhead, tree, and related equip-
ment shall be designed, installed, test-
ed, used, and maintained so as to 
achieve and maintain pressure control. 

§ 250.1627 Production requirements. 

(a) The lessee shall conduct sulphur 
production operations in compliance 
with the approved Development and 
Production Plan requirements of 
§§ 250.1627 through 250.1634 of this sub-
part and requirements of this part, as 
appropriate. 

(b) Production safety equipment 
shall be designed, installed, used, 
maintained, and tested in a manner to 
assure the safety of operations and pro-
tection of the human, marine, and 
coastal environments. 

§ 250.1628 Design, installation, and op-
eration of production systems. 

(a) General. All production facilities 
shall be designed, installed, and main-
tained in a manner that provides for ef-
ficiency and safety of operations and 
protection of the environment. 

(b) Approval of design and installation 
features for sulphur production facilities. 
Prior to installation, the lessee shall 
submit a sulphur production system 
application, in duplicate, to the Dis-
trict Manager for approval. The appli-
cation shall include information rel-
ative to the proposed design and instal-
lation features. Information con-
cerning approved design and installa-
tion features shall be maintained by 
the lessee at the lessee’s offshore field 
office nearest the OCS facility or at an-
other location conveniently available 
to the District Manager. All approvals 
are subject to field verification. The 
application shall include the following: 
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